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MIG MARKET OOD is a Bulgarian company, producer of PVC and Aluminum windows and 
doors with more than 25 years of experience, which since 1998 boasts with successful coop-
eration as a representative of the world-famous brand « Salamander ». 

At the end of 2016 the company put into operation a new production base situated on an 
area of 6400 m², which has state-of-the-art automated equipment. The team of Mig Market 
OOD has as main goal the production of a wide range of quality products meeting the high-
est requirements set by our clients. We strive to provide excellent service and advice, quality 
product and after-sales service. Mig Market OOD is audited and certified under the interna-
tional quality management system ISO 9001:2008.
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As well as the implementation of any type of standard opening systems we offer and:
folding system, Lift & Slide - Sliding Lift, VW - Sliding

The company has a specialized facility for production of non-standard lines.

PVC products

We offer you a diverse range of finished 
PVC products with the following brands: 
SALAMANDER, MIG MARKET PRO 80 

Aluminum products

As well as aluminum products from 
the following systems: Cortizo, Mig 
Market Aluminum
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Nachweis 
Energieeinsparung und Wärmeschutz 

Prüfbericht 432 26905/1 

03-05/409 

Grundlagen 
ift-Richtlinie WA-02/1 Juli 2002
„Verfahren zur Ermittlung von 
Uf-Werten für Kunststoffprofile 
aus Fenstersystemen“  
prEN ISO 10077-2 : 1998-11 
Berechnung des Wärmedurch-
gangskoeffizienten Uf Numeri-
sches Verfahren für Rahmen 
prEN 12412-2 : 1997-10  
Bestimmung des Wärmedurch-
gangskoeffizienten mittels des 
Heizkastenverfahrens, Teil 2: 
Rahmen 
Entspricht den nationalen Fas-
sungen E DIN EN sowie  
E DIN EN ISO. 

Darstellung 
siehe Anlage 2 

Verwendungshinweise 
Dieser Prüfbericht dient zum 
Nachweis des Wärmedurch-
gangskoeffizienten Uf für das 
geprüfte Profilsystem. 
 
Gültigkeit  
Die genannten Daten und Er-
gebnisse beziehen sich aus-
schließlich auf das geprüfte und 
beschriebene Profilsystem. Die
der Prüfung zugrunde liegen-
den Verfahren basieren auf 
Normentwürfen. Bis zur End-
fassung der Norm können sich 
Änderungen ergeben, welche 
die Mess- bzw. Rechenergeb-
nisse beeinflussen.  
Die Ermittlung des Wärme-
durchgangskoeffizienten er-
möglicht keine Aussage über 
weitere leistungs- und quali-
tätsbestimmenden Eigenschaf-
ten der vorliegenden Konstruk-
tion. 

Veröffentlichungshinweise
Es gilt das ift-Merkblatt „Hin-
weise zur Benutzung von ift-
Prüfberichten“. 
Das Deckblatt kann als Kurz-
fassung verwendet werden. 

Inhalt 
Der Nachweis umfasst insge-
samt 12 Seiten  
1 Gegenstand  
2 Durchführung 
3 Einzelergebnisse 
 Anlage 1 (2 Seiten) 
 Anlage 2 (2 Seiten) 

Auftraggeber Salamander Industrie-Produkte GmbH 
Jakob-Sigle-Str. 58 

86842 Türkheim 

Produkt Flügel-Blendrahmen-Profilkombination 

Bezeichnung Streamline SL 76 

Bautiefe 
Bautiefe Blendrahmen 76 mm 
Bautiefe Flügelrahmen 76-82 mm 

Ansichtsbreite Ansichtsbreite ist variabel 

Material PVC-U/weiß 

Aussteifung Stahl / verzinkt 

Besonderheiten -/- 

Wärmedurchgangskoeffizient 

Uf = 1,3 W/(m2 · K) 

 
ift Rosenheim 
8. Juli 2003 

  
i. V. Ulrich Sieberath 
Stv. Institutsleiter 
 

i. V. Norbert Sack 
Leiter Prüffeld Bauphysik

Salamander - BluEvolution 

BluEvolution is a new-generation profile system 
combining innovative and conventional technology.

TECHNICAL PARAMETERS
•	 Constructive width- 92 mm
•	 Number of chambers - 6
•	 Glazing- up to 60mm, allowing three panels with

different thicknesses
•	 Rubber seals on three levels
•	 Coefficient for heat transition - 1.0 W / m²K
•	 Extremely high noise insulation index - over 47 dB
MAIN ADVANTAGES
•	 Produced only in Germany according to the German quality standard RAL GZ-716;

•	 Class A profiles according to the European standard EN 12608: 2003;

•	 Extremely long life - over 60 years;

•	 Light-resistant and highly resistant to weathering;

•	 Brilliant white color and shiny surface;

•	 Opportunity for one-sided or two-sided foil coating in rich color range: 1,600 colors RAL,
including 12 standard imitations of wood;

•	 100% recyclability and excellent eco-balance;

•	 IMPORTANT: The system is extremely suitable for building passive houses

Nachweis
Wärmedurchgangskoeffizient 

Prüfbericht 
Nr. 11-000212-PR01 

(PB-A01-06-de-01)

07
-0

9 
/ 3
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Grundlagen 
EN ISO 10077-1 : 2006-09 
Wärmetechnisches Verhalten 
von Fenstern, Türen und Ab-
schlüssen - Berechnung des 
Wärmedurchgangskoeffizienten 
– Teil 1:Vereinfachtes Verfah-
ren
EN ISO 10077-2 : 2003-10 
Wärmetechnisches Verhalten 
von Fenstern, Türen und Ab-
schlüssen - Berechnung des 
Wärmedurchgangs- 
koeffizienten - Teil 2: Numeri-
sches Verfahren für Rahmen 
ift-Prüfbericht 402 38875/4 vom 
18.09.2009
Darstellung 

Verwendungshinweise  
Dieser Prüfbericht dient zum 
Nachweis des Wärmedurch-
gangskoeffizienten UW.

Gültigkeit  
Die genannten Daten und Er-
gebnisse beziehen sich aus-
schließlich auf den geprüften 
und beschriebenen Gegen-
stand.
Die Prüfung des Wärmedurch-
gangskoeffizienten ermöglicht 
keine Aussage über weitere 
leistungs- und qualitätsbestim-
mende Eigenschaften der vor-
liegenden Konstruktion. 

Veröffentlichungshinweise 
Es gilt das ift-Merkblatt „Bedin-
gungen und Hinweise zur Be-
nutzung von ift-
Prüfdokumentationen“.
Das Deckblatt kann als Kurz-
fassung verwendet werden. 

Inhalt 
Der Nachweis umfasst insge-
samt 9 Seiten 
1 Gegenstand  
2 Durchführung 
3 Einzelergebnisse 
  Anlage 1

Auftraggeber Salamander
Industrie-Produkte GmbH 
Jakob-Sigle-Str. 58 

86842 Türkheim 

Produkt einflügeliges Drehkippfenster 

Bezeichnung bluEvolution

Außenmaß (B x H) 1230 mm x 1480 mm 
Öffnungsart Drehkipp

(Rahmen)  
Ansichtsbreite 118 mm 

(Rahmen) 
Material

Kunststoff-Hohlkammerprofile mit thermisch getrennten 
Stahlaussteifungen, PVC-hart

Thermische
Trennung in 
Aussteifung

Material: Polyurethan 
Wärmeleitfähigkeit in W/(m  K): 0,25 

Verglasung

Mehrscheiben-Isolierglas: Aufbau: 4/18/4/18/4,  
Ug-Wert von 0,5 W/(m2  K) (Angabe des Auftraggebers) 

Füllung
Dicke: 48 mm 
Einbautiefe: 17 mm 

Abstandhalter
Wärmetechnisch verbesserter Abstandhalter nach      
EN ISO 10077-1, berechnet nach Two-Box-Modell   

Besonderheiten --

Wärmedurchgangskoeffizient 

UW = 0,77 W/(m2  K) 

ift Rosenheim 
29. Juli 2011 

Dr. Joachim Hessinger, Dipl.-Phys. 
Prüfstellenleiter
Bauphysik 

Horst Kellermann, Dipl. Phys. 
Laborleiter
Rechnergestützte Simulation 

Nachweis
Wärmedurchgangskoeffizient 

Prüfbericht 
Nr. 11-000212-PR02 

(PB-A01-06-de-01)

07
-0

9 
/ 3
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Auftraggeber Salamander
Industrie-Produkte GmbH 
Jakob-Sigle-Str. 58 

86842 Türkheim

Grundlagen 
EN ISO 10077-1 : 2006-09 
Wärmetechnisches Verhalten 
von Fenstern, Türen und Ab-
schlüssen - Berechnung des 
Wärmedurchgangskoeffizienten 
– Teil 1:Vereinfachtes Verfah-
ren
EN ISO 10077-2 : 2003-10 
Wärmetechnisches Verhalten 
von Fenstern, Türen und Ab-
schlüssen - Berechnung des 
Wärmedurchgangs- 
koeffizienten - Teil 2: Numeri-
sches Verfahren für Rahmen 

ift-Richtlinie WA15/2 (Februar 
2011) „Passivhaustauglichkeit 
von Fenstern, Türen und Fas-
saden“
ift-Prüfbericht 11-000212-PR01 
(PB-A01-06-de-01) vom 
19.07.2011
Darstellung 

Verwendungshinweise  
Dieser Prüfbericht dient zum 
Nachweis des Wärmedurch-
gangskoeffizienten UW,Einbau.

Gültigkeit  
Die genannten Daten und Er-
gebnisse beziehen sich aus-
schließlich auf den geprüften 
und beschriebenen Gegen-
stand.
Die Prüfung des Wärmedurch-
gangskoeffizienten ermöglicht 
keine Aussage über weitere 
leistungs- und qualitätsbestim-
mende Eigenschaften der vor-
liegenden Konstruktion. 

Veröffentlichungshinweise 
Es gilt das ift-Merkblatt „Bedin-
gungen und Hinweise zur Be-
nutzung von ift-Prüfdokumen-
tationen“. Das Deckblatt kann 
als Kurzfassung verwendet 
werden.
Inhalt 
Der Nachweis umfasst insge-
samt 11 Seiten. 

Produkt einflügeliges Drehkippfenster 

Bezeichnung bluEvolution
Außenmaß

Fenster (B x H) 1230 mm x 1480 mm 
Rohbaumaß   

Einbau (B x H) 1245 mm x 1508 mm 
Öffnungsart Drehkipp

(Rahmen) 
Material

Kunststoff-Hohlkammerprofile mit thermisch getrennten 
Stahlaussteifungen, PVC-hart

Thermische
Trennung in 
Aussteifung

Material: Polyurethan 
Wärmeleitfähigkeit in W/(m  K): 0,25 

Verglasung

Mehrscheiben-Isolierglas: Aufbau: 4/18/4/18/4,  
Ug-Wert von 0,5 W/(m2  K) (Angabe des Auftraggebers) 

Abstandhalter
Wärmetechnisch verbesserter Abstandhalter nach      
EN ISO 10077-1, berechnet nach Two-Box-Modell   

Einbau

Außenputz 10 mm /
Wärmedämmverbundsystem 300 mm /  
Mauerwerk 175 mm /  
Innenputz 15 mm 
(Wandaufbau nach ift-Richtlinie WA15/2) 

Wärmedurchgangskoeffizient 

UW,Einbau = 0,82 W/(m2  K) 

ift Rosenheim 
29. Juli 2011 

Dr. Joachim Hessinger, Dipl.-Phys. 
Prüfstellenleiter
Bauphysik 

Horst Kellermann, Dipl. Phys. 
Laborleiter
Rechnergestützte Simulation 

Nachweis
Passivhaustauglichkeit von Komponenten von Fenster 

Prüfbericht 
Nr. 11-000212-PR03
 (PB-A01-06-de-01)

06
-1

0 
/ 5

65

Grundlagen 
ift-Richtlinie WA15/2 (Februar 
2011) „Passivhaustauglichkeit 
von Fenstern, Türen und Fas-
saden“ 
EN 14351-1:2006 + A1:2010 
Fenster und Türen - Produkt-
norm, Leistungseigenschaften 
ift-Prüfberichte: 
11-000212-PR01 (PB-A01-06-
de-01) vom 29.07.2011 
11-000212-PR02 (PB-A01-06-
de-01) vom 29.07.2011 
11-001246-PR02 (PB-A01-
0203-de-01) vom 25.07.2011
11-001246-PR03 (PB-A01-03-
de-01) vom 25.07.2011 
Verwendungshinweis 
Dieser Prüfbericht dient zum 
Nachweis der Leistungseigen-
schaften gemäß oben genann-
ter Richtlinie. 
Die Werte / Klassen der weite-
ren Leistungseigenschaften 
beziehen sich jeweils auf den 
in den Einzelnachweisen be-
schriebenen Gegenstand. 
Für die Anwendung der Leis-
tungseigenschaften gelten die 
nationalen baurechtlichen Be-
stimmungen. 
Gültigkeit  
Die genannten Daten und Er-
gebnisse beziehen sich aus-
schließlich auf den geprüften 
und beschriebenen Gegen-
stand. 
Die Prüfung der genannten 
Leistungseigenschaften er-
möglicht keine Aussage über 
weitere leistungs- und quali-
tätsbestimmende Eigenschaf-
ten der vorliegenden Konstruk-
tion. 
Der Prüfbericht verliert seine 
Gültigkeit, wenn die Richtlinie 
oder die in den Grundlagen zi-
tierten Dokumente ihre Gültig-
keit verlieren. 

Veröffentlichungshinweise 
Es gilt das ift-Merkblatt „Bedin-
gungen und Hinweise zur Be-
nutzung von ift-
Prüfdokumentationen“. 
Das Deckblatt kann als Kurz-
fassung verwendet werden. 
Inhalt 
Der Nachweis umfasst  
insgesamt 5 Seiten: 
1 Gegenstand  
2 Durchführung 
3 Leistungseigenschaften 

 Auftraggeber 
 

Salamander
Industrie-Produkte GmbH 
Jakob-Sigle-Str. 58 
 

86842 Türkheim 

Produkt Einflügeliges Drehkippfenster 

Bezeichnung bluEvolution 

Rahmenmaterial 

Kunststoff-Hohlkammerprofile mit thermisch getrennten 
Stahlaussteifungen, PVC-hart 

Außenmaß  
Fenster (B x H) 1230 x 1480 mm 

Leistungseigenschaften: Wärmedurchgang, Behaglichkeit, 
Temperaturfaktor (Hygiene) *)

(nach ift – Richtlinie WA 15/2: 2011-02)

Leistungseigen-
schaften 

Uf = 0,94 W/(m2  K),  
Ug = 0,5 W/(m2  K) ≤ 0,7 W/(m2  K)   
f0,13 ≥ 0,88  mit  fRsi = 1 – Rsi  Uf

UW = 0,77 W/(m2  K) ≤ 0,80 W/(m2  K)  
(bezogen auf ein repräsentatives Bezugselement mit der Abmessung 1230mm x 1480 mm, 
einer Verglasung mit Ug = 0,5 W/(m2  K) und dem Aufbau 4/18/4/18/4 mm und einem 
wärmetechnisch verbesserten Abstandhalter entsprechend den Vorgaben der 
EN ISO 10077-1) 
UW,Einbau = 0,82 W/(m2  K) ≤ 0,85 W/(m2  K) 
ist erfüllt für das Wandsystem: 

o Monolithisches Mauerwerk mit Wärmdämmverbundsystem 

f0,25/0,13 ≥ 0,73 erfüllt für die Baukörperanschlüsse an den genannten Wandaufbau 

f0,20 ≥ 0,73 erfüllt für den Glasrandbereich

Eigenschaften Widerstand 
gegen  

Windlast 

Schlagregen-
dichtheit 

Stoß- 
festigkeit 

Wärme-
durchgang 

Luftdurch-
lässigkeit  

 

weitere Leistungs-
eigenschaften 

Klasse / Wert C2 / B3 9A 5    siehe  
   oben *) 
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Weitere Leistungseigenschaften
(nach EN 14531 Anhang ZA.1)

*) Objektbezogener Nachweis erforderlich 

ift Rosenheim 
29. Juli 2011

Dr. Joachim Hessinger, Dipl.-Phys. 
Prüfstellenleiter 
Bauphysik 

Manuel Demel, Dipl.-Ing. (FH) 
Prüfingenieur 
Rechnergestützte Simulation 

PVC joinery, Salamander SL / Salamander streamline/.

TECHNICAL PARAMETERS
•	 constructive width - 76 mm
•	 Number of chambers - 5
•	 Glazing- up to 48 mm, including two-chamber
•	 Coefficient for heat transition - 1.3 W / m²K
•	 Sound insulation index - 47 dB

MAIN ADVANTAGES
•	 Produced solely in Germany according to the German quality standard RAL

GZ-716;
•	 Class A profiles according to the European standard EN 12608: 2003;
•	 Extremely long life - over 60 years;
•	 Light-resistant and highly resistant to weathering;
•	 Brilliant white color and shiny surface;
•	 Opportunity for one-sided or two-sided foil coating in a rich color range: 1,600

RAL colors, including 12 standard imitation wood;
•	 100% recyclability and excellent eco-balance;

Sliding System evolutionDrive SF Sliding system evolutionDrive SF is designed for the 
construction of sliding doors and windows. It features a 76 mm low-profile box with a contem-
porary style, elegant shapes and is compatible with all profile profiles and glazing techniques 
for the Streamline profile system.

TECHNICAL PARAMETERS
•	 Frame constructive width- 76 mm;

•	 Frame / door profile height - 116 mm;

•	 Structural wing width - 50 mm;

•	 glazing- up to 28 mm; including three-chamber;

•	 Coefficient of heat transition of the elements - up to Uf = 2.3 W / m²K, Uw = 1.6 W / m²K;
DIN EN 14531-1: 1.23 m x 1.48 m;;

MAIN ADVANTAGES
•	 Produced only in Germany according to the German quality standard RAL GZ-716;
•	 Class A profiles according to the European standard EN 12608: 2003;
•	 Extremely long life - over 60 years;
•	 100% recyclability and excellent eco-balance;
•	 Brilliant white color and shiny surface;
•	 Opportunity for one-sided or double-sided foil coating in a rich color range: 1600 RAL

colors, including 12 standard wood imitations.

Nachweis 

Wärmedurchgangskoeffizient 

Prüfbericht 

Nr. 17-000059-PR02 

(PB-K20-06-de-02)  

V
e
-
P
B
0
-
1
1
9
0
-
d
e
 
(
)
 

Grundlagen *) 

EN 12412-2:2003-07  

Ersetzt ift-Prüfbericht 17-

000059-PR02 (PB-K20-06-de-

02) vom 05.04.2017 

*) und entsprechende nationale Fassungen 
(z.B. DIN EN) 

Darstellung 

Darstellung Probekörper 

Weitere Darstellungen siehe Anlage 1 

Verwendungshinweise 

Die ermittelten Ergebnisse kön-

nen für den Nachweis entspre-

chend den oben angegebenen 

Grundlagen verwendet werden.  

Gültigkeit 

Die genannten Daten und Ein-

zelergebnisse beziehen sich 

ausschließlich auf den geprüften/ 

beschriebenen Probekörper.  

Diese Prüfung/Bewertung ermög-

licht keine Aussage über weitere 

leistungs- /qualitätsbestimmende 

Eigenschaften des Produkts; ins-

besondere Witterungs- und Alte-

rungseinflüsse wurden nicht be-

rücksichtigt. 

Veröffentlichungshinweise 

Es gilt das "Merkblatt zur Benut-

zung von ift-Prüfdokumentatio-

nen". Das Deckblatt kann als 

Kurzfassung verwendet werden. 

Inhalt 

Der Nachweis umfasst insgesamt 

6 Seiten und Anlagen (3 Seiten). 

Auftraggeber Salamander 

Industrie-Produkte GmbH 

Jakob-Sigle-Str. 58  

86842 Türkheim 

Deutschland 

Produkt Schiebefenster / Schiebetür 

Profilkombination: Flügelrahmen-Blendrahmen,  

Flügelrahmen - Flügelrahmen 

Bezeichnung evolutionDrive: SF 

Leistungsrelevante  

Produktdetails 

Material Kunststoff – PVC hart; Außenmaß, Breite in mm 

2180; Außenmaß, Höhe in mm 1480; Ansichtsbreite B in mm 132 

(umlaufend), 91 (Mittelstoß); Blendrahmen; Profilquer-

schnitt, Breite in mm 52; Profilquerschnitt, Dicke in mm 76; Aus-

steifung; Material Metall / Stahl verzinkt; Flügelrah-

men; Profilquerschnitt, Breite in mm 88; Profilquerschnitt, Dicke in 

mm 50; Aussteifung; Material Metall - Stahl verzinkt; 

Ersatzpaneel; Dicke in mm 24; Einstand in mm 17 

Besonderheiten -/- 

Ergebnis 

Wärmedurchgangskoeffizient 

U
f
 = 1,8 W/(m²K) 

ift Rosenheim 

11.04.2017 

Manuel Demel, M.BP. Dipl.-Ing. (FH) Konrad Huber, Dipl.-Ing. (FH) 

Stv. Prüfstellenleiter Prüfingenieur 

Bauphysik Bauphysik 
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Mig Market PRO 80 - PVC system

Convenience and comfort in your home.

Technical parameters:

• 6 chamber profile
• Frame constructive width- 80 mm

• Glazing- up to 36 mm, including triple

• Coefficient of thermal conductivity - Uf = 1.3 W / m²K

• Thickness of reinforcing metal - up to 2 mm.

Main advantages:

• The system meets the requirements for thermal
insulation and durability

• The outside profile walls are 3 mm

• Rounded profile with a sense of luxury

• Resistant to weathering;

• Rounded geometry, easy to clean and maintain

• White with a shiny surface;

• Possibility of wood imitation

• Class A profiles according to the European standard
EN 12608: 2003;

1,1
W/m2K
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Aluminum system with thermo-bridge M55

• Openable system with interrupted thermal bridge and frame
gauge 55mm

• Possibility to incorporate glass panes of up to 42 mm thick-
ness, including triple

• Possibility of embedding fittings for PVC systems

• “open” and “inward”

• Painting capability in the full RAL range

Aluminum sliding system without 
thermal bridge M Slide

• Suitable for internal bulkheads frame gauge

• possibility of incorporating fillers up to 20 mm thick

• ease of movement

• RAL painting capability

Aluminum system with thermal bridge M70

• Openable system with frame gauge 70mm

• Extremely high thermal insulation properties thanks to a
39mm thermal bridge

• built-in glass panes up to 56mm thick, guaranteeing the use
of the latest technology in this field

• Additional medium seal for even better performance

• Possibility of installing fittings for PVC systems

• RAL painting capability

• the system achieves good thermal insulation thanks to a
36mm thermal bridge
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COR Vision Sliding System /PLUS/- 
Al sliding system
Innovative gliding system with a clean and stylish design. 
The system combines a small visible part of a frame and 
an average partition (only 25mm) with a maximum size 
of sliding parts up to 4000mm in width and weight up to 
700kg. All this is achieved thanks to the built-in drive frames 
and the inox guides in the wing, guaranteeing smooth 
movement.

Specifications
• Possibility for glass panes up to 54mm thick.
• heat transfer coefficient from Uw=0.9 (W/m²K)
• Sound insulation coefficient to Rw=43dBA
• Color RAL coloring, including wood

Aluminium System

4600 L & S HI System -Al sliding 
system by lifting
New sliding system with coefficients of Uw-0.9 (W / m2K)
This is achieved thanks to the thermal bridge of 35 mm and 
the possibility of inserting glass units up to 55 mm thick. The 
system allows maximum gauges of the sliding parts, allowing 
for the partitioning of large areas creating space, ensuring 
maximum noise and heat insulation.

Specifications
• Possibility for glazing up to 55mm thick.
• heat transfer coefficient from Uw = 0.9 (W / m²K)
• Sound insulation coefficient to Rw = 43dBA
• Paint RAL color, including wood
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FACADE – TP 52
New-generation façade, a system with a wide range 
of complementary elements, meeting different design 
and design requirements.
The fastening of the glazing to the supporting profiles 
is accomplished by a continuous pressing profile 
secured with screws from the outside through their 
integrated holes in the columns and rigs. The press 
profile and the screws are covered with a continuous 
external decorative profile, known as a cap.

Specifications
• Possibility for glass panes up to 56mm thick
• Thermal transfer coefficient from

Uw=0.6 ( W/m²K)
• Paint RAL color possibility, including wood.

COR 70 Industrial– Al with 
thermal bridge interrupted
Window system with frame thickness 70mm and polyamide 
thermal bridge of 35mm. System with clean design and 
capabilities to perform all types of opening. Thanks to the 
possibility of insertion of glass pane thickness up to 55 mm, 
the system achieves heat transfer coefficients of Uw=0.9 (W/
m²K).

Specifications
• Possibility for glazing up to 55mm thick.
• heat transfer coefficient from Uw=0.9 (W/m²K)
• Sound insulation coefficient to Rw=44dBA
• Color RAL coloring options, including woody.

88

70

88

70

BI FOLD
Interrupted thermal bridge harmonics system specially 
designed for use with large-sized holes. It has a huge range 
of configurations up to 14 wings, opening outwards and 
inwards, with the possibility of an even or odd number of 
wings.
In order to facilitate the access to the rooms, it allows the 
lower frame to be dug, and the threshold remains completely 
hidden. Rolls and wheels are hidden in the closed position 
and provide a more attractive and clean look.

Specifications
• Possibility for glazing up to 45 mm thick.
• Thermal transmittance of 1,1 (W/m²K)
• Paint RAL color, including wood.
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MACO
MULTI-TRENDLL

FERRURES OF ET OB

LA TÉCHNOLOGIE QUI ÉVOLUE

Catalogue

LA TECHNOLOGIE QUI EVOLUE

Catalogue 2012

www.maco.fr

MACO
PrOteCt

SERRURES DE PORTES

Open, live intensively, with it Your doors are not just a 
casual product, they are a secure MACO risk-free solution.

MACO provides multipoint locking mechanisms that are designed for both entrance and exterior doors.  
They meet the requirements of each user.

The main project consists of:
Z-TS= locking mechanism with key lock. 
• Lock the key
• Open and close the key 

Z-TS= locking mechanism with handle lifted  
upwards and with multipoint locking 
• Locking is achieved by lifting the handle up 

and the handle returns to position open
• Then the key is locked and the mechanism 

is blocked it locks up

One for all…
The window fittings for window and PVC windows are used for years.
The modular technology of our system offers one-piece design.
This is called “one for all…”

Reliable
Do you want to have reliable windows…
• Open easily
• Can subsequently be improved

Comfortable
Do you want to have comfortable windows…
• Look good and easy to use
• Be of high quality and have fewer elements
• That’s why we are different from our 

competitors

MACO 
PROTECT

BRAKE FOR FRONT DOORS

MACO 
MULTI-TREND

SINGLE- AND TWO-WHEELS
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The company ROMB S.A. has over 40 years of history. Apart from Poland, ROMB SYSTEM is well-known in Russia, 
Ukraine, Lithuania, Belarus, Moldova, Serbia and Romania. The German Institute TUV Management Service GmbH 
has certified ROMB SYSTEM, which guarantees the durability of the anticorrosive coating of the metal elements of 
the coating as well as its smooth functioning. ROMB SYSTEM can be used for doors and windows designed for use 
in more severe climatic conditions

ROMB DYNAMIC is well appreciated and accepted by all manufacturers of doors and windows. 

Fitted with the brand “Romb Dynamic”, having the following advantages:
• additional anti-corrosion coating;

• all two-axle mechanisms have a lower anti-strike counter;

• All buds are in the form of a “sponge” and are rotating. This makes the fitting movement easier and smoother;

• All common strikers have a small tooth behind which the martini’s buds are inserted. This automatically gives
the overall mechanism a degree of securitization.

• the hardware has the option of adding “micro-ventilation”, blocking the handle, tweezers, etc.
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tel.: +359 897 927 300
e-mail: prozorci@migmarket.bg 
West Industrial Zone
Varna
Bulgaria

www.migmarket.bg
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